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Ceńificate No.

Słatus:

Dale of lssue:

Applicant:

IEGEx KDB 18.0005X Page 1 of4

lssue No: 2

Certłficate hlstorv:

lssue 1 (2021-1G29)
lssue 0 (2018-07-30)curr€nt

2025-09-30

APLISENS S. A.
ul. Morelowa 7,0!192 Warszawa
Poland

Equipment Pressure transmltters typ€:Pc-28' PC.28.Smań' PG.28.Smań Safety' PC.29A' Pc-29B' PC-28.Modbus' Pc.28 Ex
safety' PcE-28' PcE.28.Smań' PcE.28.smań safety' PcE-28.Modbus' PcE-28 Ex safety. Dlllerentla! pressure
transmitters Ępe:PR.28' PR.28.smań' PR.28.Smań Safety' PR-29A' PR.29B, PR.28.Modbus' PR.28 Ex SafeĘ'
PRE-28' PRE.28.Smań' PRE-28.Smań Safety' PRE-28.Modbus' PRE-28 Ex Safety

Optional accessory:

Type of Protection:

Marklng:

Flameproof enclosure "d", Dnst protectlon by enclosure '1"

. transmitters wlth PZz electical connectlon:

ExdblMb
Ex db llC T0/T5/T4 Ob
Ex tb lllc T85"C/Ti00"C/T120"C Db

. tmnsmltters wlth SGM or FL electrlcal connectlon:

Ex db !!C T0/T5/T4 Ob
Ex tb lllc T85"C/T100'C/T120'C Db

Approved for issue on behalf of the IECEX
Ceńification Body:

mgr lnż. Plotr MadeJ

Position Head of EXCB

Signature:
(tor printed version)

v,ł1r

Date:
(for printed version) 3o.oą.LoLf

1. This certificate and schedule may only be reproduced in full.
2. This certificate is nol transferable and rernains the property of the issuing body.
3. The slatus and authenlicity of this ceńificate may be verified by visiting wunł.iecex com or use of lhis QR Code

@rtllicate lssued by:

olółny lnrtyhrt oórnlctwa' l(opalnta Dośwladczalna -B,\RBARA'
(Gentral lllnlng lns$tute Experlmentat Mlne -Barbara")
ul. Podleska 72
43-190 l{lkolóu,
Poland
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Manufacturer: APLISENS S. A.
ul. Morelowa 7,03-192 Warszawa
Poland

Manufacturing
localions:

This ceńiflcate is issued as veńfication that a sample(s), representative of productiont was assessed and tested and found to comply with the
lEc standard llst below and that the manufactureĆs quallty system, relatlng to the Ex products covered by thls certlflcate, was assessed and
found to comply wlth the lEcEx Quality system requirements'Thls ceńificate is granted subject to the conditions as set out ln lEcEx Scheme
Rules, IECEx 02 and Operational Documents as amended

STANDARDS:
The equlpment and any acceptable vańatlons to ft specifled ln the schedule of thls ceńificate and the identified documents, was found
to comply with the followlng standards

lEC 600794:2017 Exploslve atmospheres - Pań 0: Equlpment - General requirements
Edition:7.0

IEC 6fi)79-1:2014
Edition:7.0

Explosive atmospheres - Part 1: Equlpment protection by flameproof endosures odn

IEC 60079-31:2022
Edition:3.0

Exploslve atmospheres - Part 31: Equlpment dust lgnition protection by enclosure "t"

Thls Ceńificate does not lndicate compliance with safeĘ and peńormance requirements
other than those expressly lnduded in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examlnation and test requlrements as recorded ln:

Test Reports:

PUKDB/ExTR18'000€/00 PUKOB/EXTR18.0006/01 PUKDB/ExTR18.0006/02

QuallĘ Assessment Report:

PUKDB/QAR12.OOO1N7
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EQU!PMENT
Equipment and systems covered by this Certlficate are as follows:

The pressure transmltters type PC-28, PG28.Smart, PG2S.Smart Safety, PG29A, PC-298, Po-28.Modbus, PC-28 Ex Safety, PCE-28,
PcE-28.smart' PCE-28.Smań Safety' PcE-28.Modbus' PcE-28 Ex safety are designed to measure gauge pressure, Vacuum pressure an(l
absolute pressure of gases, vapours and liqulds (including conoslve).

The differential pressure transmitters type PR-28, PR-28.Smarl, PR-z8.Smart Safety, PR-29A, PR-298, PR-28.Modbus, PR-28 Ex Safety,
PRE-28' PRE-28.Smart' PRE-z8.smań SafeĘ PRE-28'Modbus, PRE-28 Ex Safety are used to measure liquid levels in closed tanks and to
measure differential pressure at filters, orllices and others. The dlfrerential pressure transmitters with P-type connectors are designed to work
with static pressure of up lo 4MPa only.

The pressure transmitters and differential pressure transmitters can be fitted with a range of additional process connectors, enabling them to
be used in a conditions vańeĘ' such as dense media, reactive media' high and low temperature.

The basic elements of the transmltters construction are:

. measuring head ln whicfi a pressure signal is conveńed into an electric signal;

. electronlc unit that converb the measurlng head signal lnto a unlfied transmisslon signal;

. housing;

. SGM, FLor P72 type electrlcal @nnection, where:
- SGM - the eledrical connectlon of the transmitter with a hermetically sealed power cord ln a polyurethane sheath, wlth external metric
thread M20x1,5 or tapered thread 'tl2 "NPT,
- FL - the electrlcal connectlon of the transmitter with hermetically sealed potłver wires With PVc insulation, with extemal metric thread
M20x1,5 or tapered thread 112 'NPT,
- Pz2 _ electńcal connection of the transmltter with the terminal box dosed with a threaded cover, Welded tothe upper part of the
housing.

The transmitter housing is made ot @27mm pipe. The external thread in the SGM and FL eledrical connection enables it to be screwed lnto
the socket:

a) Ex d flameproof endosure or Ex e increased safeĘ, for the exeGJtlon of:

Ex db llO T6/T5/T4 Gb;

b) Ex d flameproof enclosure, Ex e increased safety, or Ex t protection by enclosure, for the execution of:

Ex tb lllC T85'C/T100'cff't20"C Db while malntalnlng the requlred dąree of protectlon lP66.

SPECIFIC CONDIilONS OF USE: YES as shown below:

. ln case of an ambient temperature Ta: +65oC and a promss temperalure (at the transmitter dlaphragm) of 105"C, when using the
LlYwC'l1Y (1) 4x0'35c Ępe cable (SGM elec{rlcal connectlon), the device should be mounted ln a hońzontal posltion ln such a way that
the temperature above the process connection does not exceed 100"C. The device can be mounted ln a vertical position for a process
temperature (at the transmitter diaphragm) of up to 75'C.

. lf transmitters for Group lll contain:
- the nameplate made of plastlc,
- diaphragm seals covered by PTFE,
they should be lnstalled ln a way that prevents electrostatic charging, according to the instruction manual.

. lf the elements made of tltanlum are used ln the constructlon of the devlce, durlng lnstallatlon and operatlon of the transmltter these
elements should be protected against direct access.

. Extemal pańs made of plastic should be cleaned with a damp cloth, with the addition of antstatic fluids.

. The dlaphragm should not be subJect on damage cluring lnstallatlon and exploitation of the transmltter. The transmltter dlaphragm ls made
of stalnless steel or Hastelloy alloy and must not be exposed to medlum that could cause lts damage.

. Flameproof ionts are not intended to be repalred.

. The cable glands inlets used must meet the explosion-proof requirements and have the Ex marking, in accordance with the Ex marking of
the devlce.

. The threaded connectlons of the transmltters with SGM and FL mnnections should be sealed:
tor 112" NPT threads - wlth a thread sealant, e.9., Loctlte 577
for M20x1.5 threads - wlth a gasket

lEcEx Ceńificate
of Conformity
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DETAILS OF CERTIFICATE CHANOES (for lssues I and above)
1) New transmitter type names have been added.
2) New electronic board varlants have been added.
3)The PZ2 enclosure assembly has been cianged.
4) The speciftc conditions of use have been changed.
5) The transmitters appllcation range has been expanded.

Annex:

CoC-KDB-1 8_0005x-002-Attacńrnent-1 .pdf
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Manufacturer
Data Sheet

APLISENS S.A.
ul. Morelowa 7, 03-192 Warszawa, POLAND

Equipment:
Pressure transmitters type:

PC-28, PC-28.Smart, PC-28.Smart Safety, PC-294, PC-298, PC-28. Modbus,
PC-28 Ex Safety, PcE-28, PCE-28.Smań, PCE-28'Smart Safety, PCE-28.Modbus,

PCE-28 Ex Safe$
Differential pressure transmitters type:

PR-28, PR-28.Smart, PR-28.Smart Safety, PR-29A, PR-298, PR-28.Modbus,
PR-28 Ex Safety, PRE-28, PRE-28.Smart, PRE-28.Smart Safety, PRE-28.Modbus,

PRE-28 Ex Safety

Marking:

- transmitters with PZ2 eledncal connection:
ExdblMb
Ex db llC T6/T5/T4 Gb
Ex tb lllC T85'CiT100"Cff120'C Db

- transmitters with SGM or FL electrical connedion:
Ex db llC T6/T5/T4 Gb
Ex tb lllC T85'Cff100'C/T120"C Db

Technical safe parameters:

For transmitters with FL connection (with wires LgYc Ępe with PVC
withPZj2 connection:

Variant !:

Maximum ambient temperature: Ta s +76'ę
Maximum process temperature: 70"C

insulation) or

Marking:

Temperature class:
Maximum suńace temperature

Variant ll:

Maximum ambient temperature:
Maximum process temperature:

Marking:
Temperature class:
Maximum surface temperature:

T6
T85"C

Ta < +80'C
85'C

T5
T100'c

Główny lnstytut Gómlctwa
Kopalnla Dośwladczalna,,BARBARIA"
ul. Podleska 72,43-1go Mikołów, PoLAND
tel. +48 32 32 46 551, fax. +48 32 32 24 931
wlvrv.kdbex.eu; www.oio.eu

Page 1/3
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IECEx KDB 18.0005X lssue No: 2

For transmitters with SGM connection (with cable LiYwCllY (1) 4x0,35c type in a
polyurethane sheath):

Variant !:

Maximum ambient temperature: Ta < +65"C
Maximum process temperature: 75'C

Variant lll:

Maximum ambient temperature:
Maximum process temperature:

Marking:
Temperature class:
Maximum surface temperature:

Marking:
Temperature class:
Maximum surface temperature:

Variant ll:

Maximum ambient temperature:
Maximum process temperature:

For all varlants of implementation:

Minimum ambient temperature:

For differential pressure transmitters:
For pressure transmitters:
For special version transmitters:

Ta < +80'C
1 15'C

T4
T120"C

T85'C

Ta < +65"C
105'C

-25"c śTa
-40"C s Ta
-50'c ś Ta

T6

Marking:

Temperature class: T5
Maximum surface temperature: T100'C

Note! See specific conditions of use.

Transmitter type Maximum power supply
voltaqe

Output signal

PC-28
PCE-28
PR.28
PRE-28

3OV DC 4+20m4

PC-28 Ex Safety
PCE-28 Ex Safety
PR-28 Ex Safety
PRE-28 Ex Safetv

3OV DC 4+20mA

Page2l3Główny lnsĘflut Gómlctwa
Kopalnla Dośwledczalna,,BARBARA"
ul. Podlsska 72,43-1SO Mikobw POLAND
tel. +48 32 32 46 551 , fax. +48 32 32 24 931
wrvw.kdbex,eu; wvrw.oio.eu
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PC-28.Smart
PC-28.Smart Safety
PCE-28.Smań
PCE_28.Smart SafeĘ
PR-28.Smart
PR-28.Smart Safety
PRE-28.Smart
PRE_28.Smań Safefu

3OV DC 4+20mA + Hań

PC-28.Modbus
PCE-28.Modbus
PR-28.Modbus
PRE-28.Modbus

28V DC MODBUS RTU

PC-294
PR-294

16V DC 0,5+4,5V

16V DC 1+5V
0+5V

16V DC 0+10V

PC-298
PR-298

5,6V DC 0+2V
5,6V DC 0+2,5V
5.6V DC 0+3V
5,6V DC 0+3,3V
5.6V DC 0.4+2Y
5,6V DC 1+2,5Y

Maximum power supply of the transmitter:
lngress protection:

1W
>tP66

Główny ln3t!^ut Gómlctwa
Kop.lnla Dośwladczaln!,,BARBARA''
ul. Podleska 72,43j190 MikolÓw, PoLAND
tel. +48 32 32 46 551, fax. +48 32 32 24 931
www.kdbex.eu; M!@
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